Backwards Race Rules

1. Any type of car, truck, or van welcome. Any truck will be rear wheel drive only. (If was a 4x4 front drive shaft must be removed).
2. All glass, plastic, wheel weights, lights and air bags must be removed. You must have a minimum 3 bars in front window to protect driver.
3. All interior carpet and other flammable material must be removed, and interior must be cleaned out. (Trash, broken glass, etc.)
4. Stock fuel tanks are ok. Aftermarket tanks to be securely mounted in trunk or bed. If you relocate fuel tank you must have firewall between fuel tank and driver. (Marine type fuel tanks ok)
5. Battery must be securely mounted in stock location, trunk or inside car. If you mount inside car, it must be secure and covered.
6. Doors need to be welded or chained shut.
7. Safety is our goal. Must wear approved racing suit and racing helmet. Neck brace highly recommended.
8. Must have racing belts or seat belts.
9. All vehicles will have to have a door bar to be welded or bolted inside driver’s door from the A-pillar to the B-pillar for drivers’ safety. Bar may be mounted inside or outside of the driver’s door if it goes from A-pillar to B-pillar.
10. Standard DOT tires. No all-terrain tires. Body must remain stock. Stock transmission only.
11. Mirrors are permitted in stock locations.
12. Front and rear bumpers required.
13. No radio or cell phone communication.
14. No back up cameras. If it, does it must be disabled or covered up.
15. All vehicles must be removed from the premises that night following the event.
16. No one will be allowed to gut their car at the track.


Backward race format
1. Starting position determined by random draw.
2. Heat race 3 laps. Feature race 4 laps. If there are less, then 4 cars there will only be a feature race of 5 laps.	
3. Race will not be stopped unless deemed necessary by officials per safety concerns.
4. Cars will race in reverse. If a car spins and is facing forward, the car must be immediately turned around before proceeding.

